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CHAPTER Env-A 2100 PARTICULATE MATTER AND VISIBLE EMISSIONS STANDARDSPROCESS;
MANUFACTFURING-AND-SERVAICE-BASEBHINBUSTRIES

Statutory Authority: RSA 125-C:4:1, (a) and ()
Readopt with amendment Env-A 2101, effective 1-18-97 (Doc. #6428-B), to read asfollows:
PART Env-A 2101 PURPOSE

Env-A 2101.01 Purpose. The purpose of this chapter isto establish standards for particul ate matter;-aeid
mists- and visble emlss ons—sa#ur—elm;elde—and-umge% for those stationary sources or devices utiized
swhich-that are not specifically regulated pursuant to any

other chapter part, or sectlon of thlssubtltle

Repeal Env-A 2102, effective 1-18-97 (Doc. #6428-B), asfollows:

Readopt with amendments and renumber Env-A 2103, effective 1-18-97 (Doc. #6428-B), as Env-A 2102 so
that Env-A 2102 reads asfollows:

PART Env-A 21032102 EMISSION STANDARDS FOR PARTICULATE MATTER
Env-A 2102.01 Applicability.

() Subject to (b), below, this part shall apply to any stationary source or device that is a source of
particulate matter emissions discharged to the ambient air through a stack or exhaust and ventilation system.

(b) Those sources of particulate matter emissions that are governed specifically by other chapters,
parts, or sections of this subtitle shall be controlled by those particular chapters, parts, or sections.

Env-A 2102.02 Definitions. “Exhaust and ventilation system” means any system that removes and
transports particulate matter from the point of generation to the ambient air.

Env-A 2103.012102.03 Emission Standards for Particulate M atter.

@ For any statl onary source or deviceingtaled after February 18, 1972-and-tiHized-at-aprocess;
, hoperson-the owner or operator shall not cause or allow the emission
of particulate matter at such source or dew ce to exceed those emission standards specified for “New Devices’ as
listed in Table 21032-1, in (c), below.

(b) For any statlonary source or devl ceinstalled prior to or on February 18, 1972-and-utiized-at-a
, Roperson-the owner or operator shall not cause or allow the
emissi on of particulate matter at such source or device to exceed those emission standards specified for “Existing
Devices’ aslisted in Table 21032-1, in (c), below:.
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(c) Particulate matter emission standards shall be as set forth in Table 21032-1, below:
Table 21032-1 Particulate Matter Emission Standards

Emission Standard

Emission Standard for “New for “Existing Devices”

Process Weight Rate Devices’ Installed After Installed Prior to or on
(peunds-tons per hour): February 18, 1972: Feb 18. 1972
(pounds per hour): ruary o,
(pounds per hour):
500.025 0.36 0.43
1000.05 0.55 0.68
5000.25 153 1.99
1,0000.5 2.58 3.17
5,0002.5 7.58 9.35
10,0005 12.0 14.85
20,00010 19.2 23.62
60,00030 40.0 49.31
80,00040 42,5 51.03
120,00060 46.3 55.55
160,00090 49.0 58.88
200,000100 51.2 61.53
1.000,000500 69.0 82.75
2:000,0001,000 77.6 93.11

Env-A 2103.022102.04 Calculation of Particulate Matter Emission Standards.

(&) Wherethe process weight rate is not explicitly stated in Table 21032-1, above, the maximum
allowable particulate matter emission rate shall be calculated by the equation which is applicable for the
particular process weight, as designated in (b) threugh-and (c), below, where:

(1) “E” means the maximum allowable particul ate matter emission rate in pounds per hour (Ib/hr);
and

(2) “P’" meansthe process weight rate in tons per hour (tong’hr).

(b) For an“Existing Device” installed prior to or on February 18, 1972 with a process weight rate:

(1) Up to 30 tons/hre6,000-pedndsper-heur, P shall be raised to the 0.67 power and multiplyied by
5.05, asin the formula below:

E = 5.05 P0.67

(2) Inexcess of 30 tong/hr60;000-peundsperheur, P shall be raised to the 0.11 power and
multiplyied theresuit-by 66.0, and then subtraet-48 shall be subtracted from that result, asin the

formula below:

E=66.0P0-11.48
(c) For a“New Device” installed after February 18, 1972 with a process weight rate:
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(1) Up to 30 tons'hreo,000-peundsper-hour, P shal be raised to the 0.67 power and multiplyied the
resdit-by 4.10, asin the formula bel ow:

E = 4.10 PO-67

(2) Inexcess of 30 tong/hr60;000-peundsperheur, P shall be raised to the 0.11 power and
multiplyi ed thatresult-by 55.0, and then subtract-40 shall be subtracted from that result, asin the
formula bel ow:

E=550P011.40

Repeal Env-A 2104 through Env-A 2106, effective 1-18-97 (Doc. #6428-B), asfollows:

7440-36-0 Antimony 09
#440-38-2 Arsenic 09
7440-39-3 Barium 09
7440-43-9 Cadmium 02
#440-47-3 Chromium 02
7440-48-4 Cobalt 09
7440-50-8 Copper 02
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#440-58-6 Hafnium 09
7439-92-1 Lead -l ead arsenate 03
F123-14-9 Phosphorus 0.2
#182-49-2 Selenium 02
7740-22-4 Silver 041
13494-80-9 Felurium 02
#440-28-0 Fhallium 02
7440-61-1 Yranium-{soluble) 01
#440-62-2 \anadium 02
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Readopt with amendment and renumber Env-A 2107, effective 1-18-97 (Doc. #6428-B), as Env-A 2103 so
that Env-A 2103 reads asfollows:

PART Env-A 21072103 VISIBLE EMISSION STANDARDS
Env-A 2103.01 Applicability.

() Subject to (b), below, this part shall apply to any stationary source or device that is a source of
visible emissions.

(b) Those sources of visible emissions that are governed specifically by other chapters, parts, or
sections of this subtitle shall be controlled by those particular chapters, parts, or sections.

Env-A 2107.012103.02 Visible Emission Standards.

(8) Ynless-otherwise specitiedin-this-chapterno-person-The owner or operator shall not cause or alow
visible fugitive-emissions-orvisible stagk-emissions from any stationary source or device for-any-process;

manufacturing-or-service-based-ndustry-subject to this ehapterpart to exceed an average of 20 percent opacity
for any continuous 6-minute period-H-any-60-mindteperioad, except for one period of 6 continuous minutesin

any 60-minute period during startup, shutdown, or malfunctionas-specified-r-Erv-A-2000.
(b) Opacity shall be determined in accordance with Env-A 807.

Repeal Env-A 2108, effective 1-18-97 (Doc. #6428-B), asfollows:
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Appendix

Provision of the Proposed Rule

Specific State or Federal Statutes or Regulations
which the RuleisIntended to Implement

Env-A 2101 through 2103 (existing Env-A 2102
repealed, existing Env-A 2103 and 2107
renumbered as Env-A 2102 and 2103)

RSA 125-C:4, | (a)

Env-A 2104 through 2106 and Env-A 2108
(repealed)

RSA 125-C:4, I (a)




